






SECURE MOUNTING FRAME TO CEILING & MOUNT UPPER GLASS7
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ATTACH PLASTIC VENT DUCT & ASSEMBLE VERTICAL MOUNTING BRACKETS8
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Ensure the washers 
provided are used

 6 mm holes
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ATTACH VERTICAL MOUNTING BRACKETS & SLIDE ON FLUE COVER 9
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ATTACH MOUNTING BRACKETS TO MOUNTING FRAME & ATTACH FLUE COVER 10
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Important!
VERY HEAVY: Ensure that the 
ceiling is able to withstand 
the total weight (56 kg) of the 
appliance suspended from it.
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OPTIMISING THE VENTSURFACE BY SELECTING COOKTOP TYPE11

 To ensure best performance, the type of cooktop under the VentSurface needs to be selected after installing the appliance.

To select the type of cooktop

1 Make sure the VentSurface is on stand-by (plugged into a power outlet which is switched on but the fan is off ).
2 Press the  and  buttons simultaneously. A single horizontal segment will appear in the display.
3 Release and re-press the buttons simultaneously again to scroll through the types of cooktops:

 Top segment – Gas
 Middle segment – Induction
 Bottom segment – Electric/Ceramic

4 To store the type of cooktop last selected, press the  or  button.

Gas Induction Electric
Ceramic

SELECTING FILTER MODE12

 After installation, the VentSurface has to be set to operate on aluminium mesh filter mode (if the extracted air is ducted outside) or carbon filter mode (if the extracted air is recirculated indoors).

To change between filter modes

1 Make sure the VentSurface is on stand-by (plugged into a power outlet which is switched on but the fan is off ).
2 Press the  button.
3a The display will show the “-“ symbol, indicating that the VentSurface is set to aluminium mesh filter mode (external ducting).
OR
3b The display will show the “C” symbol, indicating that the VentSurface is set to carbon filter mode (internal recirculation).
4 Press the  button and hold down for at least five seconds to change to the filter mode you want. The filter mode last selected will be activated.
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  TO BE COMPLETED BY THE INSTALLER

  Have you used the correct fixing screws?

  Have you used the wall anchors provided?
  
  Have you used the washers provided?

  Have you made sure that all standard requirements for ducting/   
  recirculation and electrical connection are met?

  Is the VentSurface set for the correct cooktop type and filter mode?

  Is there a means of disconnection from the mains electricity    
  supply (disconnection switch or power outlet) accessible to the customer  
  after installation?

  Have you removed the protective blue film from the stainless steel surfaces?

  Is the VentSurface earthed?

  
  OPERATION: 

  Have you informed the customer about the cleaning alerts?

  Have you demonstrated the basic operation to the customer?

Installer’s name:

Installer’s signature:

Installation company:

Date of installation:

  LEAVE THESE INSTRUCTIONS WITH THE CUSTOMER

FINAL CHECKLIST13
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